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AGENDA
IDAHO WATER RESOURCE BOARD 

Aquifer Stabilization Committee No. 5-26 
Monday, October 26, 2026 

1:00 p.m. (MT) / 12:00 p.m. (PT) 

Water Center 
Conference Rooms 602 C – D 

322 E. Front Street 
BOISE 

Livestream available at https://www.youtube.com/@iwrb 

1. Introductions and Attendance 

2. ESPA Recharge Program Standards and Procedures * 

3. Osgood Canal Project Proposal Update – Bonneville Jefferson GWD 

4. Other Items 

5. Adjourn 

Committee Members: 
Chair Dean Stevenson, Al Barker, Brian Olmstead, and Pat McMahon. 

*Action Item: A vote regarding this item may be made at this meeting. 
Identifying an item as an action item on the agenda does not require a vote to 
be taken on the item. Americans with Disabilities Act: If you require special 
accommodation to attend, participate in, or understand the meeting, please 
contact the Department no later than five days before the meeting. To request 
an accommodation, please send an email to milin.ream@idwr.idaho.gov or call 
(208) 287-4800. 

322 East Front Street • P.O. Box 83720 • Boise, Idaho 83720-0098   
 Phone: (208) 287-4800    Fax: (208) 287-6700 Website: idwr.idaho.gov/IWRB/ 

https://idwr.idaho.gov/IWRB
mailto:milin.ream@idwr.idaho.gov
https://www.youtube.com/@iwrb


 

    

   

   

        
 

    
 

 
    

       
    

      

 
    

 
   

       
  

    
 

   

 
     

     
   

 
 

MEMO 
To: 

From: 

Date: 

Idaho Water Resource Board Aquifer Stabilization Committee 

Matthew Anders, IDWR Technical Programs Supervisor 

October 23, 2026 

Subject: ESPA Managed Recharge – Proposed Update to IWRB ESPA Managed Aquifer Recharge 
Program Standards and Procedures 

REQUESTED ACTION: Consider Proposed Updates to the Eastern Snake Plain Aquifer Managed Aquifer 
Recharge Program Standards and Procedures. 

Background 
The goal of the Idaho Water Resource Board’s (IWRB/Board) Managed Aquifer Recharge Program is 
to augment aquifer recharge, enhancing water availability and predictability for users, as outlined in 
the Eastern Snake Plain Aquifer Comprehensive Aquifer Management Plan. The standards and 
procedures provide guidance to Program staff and transparency to stakeholders in pursuit of the goal. 

Proposed Updates 
The proposed changes to the current Standards and Procedures: 

Main Document 
1. Update the annual average recharge goal to 350,000 acre-feet per year.  (Page 2)
2. Add a section describing the process for presenting new recharge projects to the IWRB and

opportunities for public comment. (Page 5)
3. Update to allow consideration of recharge sites that use land application of water on irrigated

fields. (Page 7)
4. Minor edits to improve grammar and clarity.

Appendix A 
1. Update the annual average recharge goal to 350,000 acre-feet per year. (Page 12)
2. Update website links and corresponding images that are out of date. (Pages 14-20)
3. Minor edits to improve grammar and clarity.

Attachments: 
• Draft Recharge Standards and Procedures
• Appendix A-D
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Idaho Water Resource Board 
322 East Front Street 
Boise, ID 83702-7374 

208.287.4800 
idwr.idaho.gov/iwrb 

IWRB ESPA Managed Aquifer Recharge Program Standards & Procedures 
The standards and procedures outlined in this document are intended to be advisory only and do not in 
themselves carry the force and effect of law. Additionally, this document may not include all procedures 

or guidance documents that solely affect internal processes. Any questions regarding the 
implementation of this document should be directed to Managed Aquifer Recharge Program staff using 

the contact information above. 

I. OVERVIEW 
The goal of the Idaho Water Resource Board’s (IWRB) Managed Aquifer Recharge (MAR) Program 
(Program) is to augment aquifer recharge, enhancing water availability and predictability for users, as 
outlined in the Eastern Snake Plain Aquifer (ESPA) Comprehensive Aquifer Management Plan 
(CAMP). See IWRB, Eastern Snake Plain Aquifer (ESPA) Comprehensive Aquifer Management Plan 
(2009). The standards and procedures outlined below provide guidance to Program staff and 
transparency to stakeholders in pursuit of the goal. 

II. BACKGROUND 
The IWRB has the authority to establish programs that address specific water resource issues deemed to 
be in the public interest, pursuant to Article XV, section 7 of the Idaho Constitution, and Idaho Code 
§ 42-1734(4). Through the development of the ESPA CAMP, MAR was determined to be a tool to 
address the declines in the aquifer. The ESPA CAMP was adopted by the IWRB in 2008 and passed into 
law by the Idaho Legislature in 2009. The goal of the ESPA CAMP is to sustain the economic viability 

August 26, 2026 

BRAD LITTLE JEFF RAYBOULD 
Governor Chairman 

and the social and environmental health of the Eastern Snake River Plain by adaptively managing a 
balance between water use and supplies.  In 2016, the Idaho Legislature passed Senate Concurrent 
Resolution No. 136, which acknowledged the following points: 

• As a result of declines in ESPA water levels and total storage content, there is currently an 
insufficient water supply for some water users leading to water delivery calls, protracted 
litigation, and curtailment notices issued by the Idaho Department of Water Resources (IDWR). 

• The current ESPA water levels and total storage content are inadequate to provide a reasonably 
safe supply of water for sustainable surface and ground water irrigation, aquaculture, 
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hydropower, municipal and industrial uses, the curtailment of which would cause severe 
economic harm to the State of Idaho. 

• Sustaining the spring flows in the Thousand Spring reach of the Snake River is essential to 
maintaining the Murphy minimum stream flows. 

• Stabilizing and enhancing the ESPA water level is in the public interest because it will lead to 
sustainable water supply for consumptive and nonconsumptive uses and minimize harm to 
Idaho’s economy arising from water supply shortages. 

In 2016, the Idaho Legislature passed Senate Concurrent Resolution 136. The resolution established a 
goal that the State develop the capacity to achieve 250,000 acre-feet of average annual managed 
recharge on or before December 31, 2024, and established a goal of 250,000 acre-feet of average annual 
recharge across the ESPA for state-funded managed recharge. Id. In 2025, the Idaho Legislature passed 
Senate Concurrent Resolution 110, which supported increasing the state-funded ESPA managed 
recharge goal to 350,000 acre-feet on an average annual basis. See S. Con. Res. 110, 68th Leg., 1st Reg. 
Sess. (Idaho 2025). 

This document provides a series of standards and procedures developed for the Program. The standards 
and procedures are divided into the following categories: Coordination, Site Metrics, Conveyance and 
Delivery, and Monitoring and Evaluation. Aligned with the adaptive management recommendations 
defined in the ESPA CAMP, this document will be updated periodically to reflect changing conditions, 
policy, and overall goals. Any substantive changes to the document will be approved by the IWRB. 

III. EFFECTIVE DATE 
These standards and procedures shall become effective immediately. The Idaho Water Resource Board 
may modify or revoke these standards and procedures at any time. 

The IWRB ESPA Managed Aquifer Recharge Program Standards & Procedures were first approved 
through Resolution No. 59-2024 adopted on November 22, 2024. 

This amended document was approved through Resolution No._________ adopted on __________. 

I. INTRODUCTION 
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It should be noted that these standards are specifically intended for ESPA MAR completed by or on 
behalf of the IWRB. Entities conducting MAR privately may not be subject to these standards. 

II. DEFINITIONS AND ABBREVIATIONS 
CAMP: Comprehensive Aquifer Management Plan 
CFS: cubic feet per second 
Contractor: Any entity contracted to conduct MAR operations on behalf of the IWRB. 
ESPA: Eastern Snake Plain Aquifer 
ESPAM: Eastern Snake Plain Aquifer Model 
GWQMP: Ground Water Quality Monitoring Plan 
IDEQ: Idaho Department of Environmental Quality 
IDWR: Idaho Department of Water Resources 
In-canal Recharge: MAR conducted utilizing canal systems outside of the irrigation season. 
Infiltration Basin: Any natural or constructed basin used to conduct MAR by filling with water 
and allowing it to seep into the ground. 
IWRB: Idaho Water Resource Board 
Lower Valley: For the purposes of this document, “Lower Valley” refers to the ESPA 
downstream (west) of American Falls Reservoir. 
MAR: Managed Aquifer Recharge. For this document, Managed Aquifer Recharge is defined as 
adding 'new' water to the aquifer—water that would not naturally recharge or result from the 
normal use of a non-recharge MAR water right. 
Natural Flow: Surface water diverted for MAR under a ground water recharge water right, 
water permit, or temporary approval. 
Off-canal MAR Sites: Any MAR site that receives water from a canal or separate water 
delivery system. 
Private Recharge: Recharge that is not associated with the IWRB. 
Recharge Well: For the purposes of this document, “recharge well” refers to an injection well 
used as a method of delivery for MAR. 

August 26, 2026 

The IWRB MAR Program has evolved significantly in the ten years since its creation. Based on 
experience from full-scale operations of the Program, procedural issues have been identified, which this 
document seeks to clarify. It is intended that this document will be updated periodically based on staff 
experience, evaluation of Program effectiveness, and changes in policy or goals. All substantive changes 
will be submitted for approval by the IWRB in accordance with the adaptive management 
recommendations defined in the ESPA CAMP. Some of the topics formalize standard procedures, while 
others address more complex programmatic considerations and may require separate memorandums to 
provide the necessary background and methodologies. 

Storage Water: Surface water stored in the Upper Snake River Basin reservoir system under a 
storage water right or water permit. 
UIC Program: Underground Injection Control Program 
Upper Valley: For the purposes of this document, “Upper Valley” refers to the ESPA upstream 
(east) of American Falls Reservoir. 
Water Delivery System “System”: Connected infrastructure which is used to convey water and 
for which flow is measured as a sum of its parts. An example of this is a set of multiple canals 
which all share a common endpoint. 
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Director “the authority to approve, disapprove, or require alterations in the methods employed to achieve 
ground water recharge.” Proposals for managed recharge projects involving the diversion of natural flow 
water appropriated in accordance with Idaho Code § 42-234, in excess of ten thousand (10,000) acre-
feet on an average annual basis, must be submitted to the IWRB for approval prior to construction 
commencement. I.C. § 42-1737(a). 

The Idaho State Water Plan (Plan) states that “[m]anaged recharge may also be used as an adaptive 
mechanism for minimizing the impacts of variability in climate conditions.” IWRB, Idaho State Water 
Plan § 1I, at 15 (2012). The Plan recognizes that managed recharge is one of the implementation 
strategies to ensure the sustainability of Idaho’s water resources. Id. Recharging aquifers as a water 
supply alternative has significant potential to address water supply needs as well as conjunctive 
management issues. “The [IWRB] supports and assists in the development of managed recharge projects 
that further water conservation and increase water supplies available for beneficial use.” Id. Specific to 
the ESPA, successful adaptive management strategies “will accomplish two goals: 1) ensure an adequate 
and sustainable water supply for existing and future uses, and 2) reduce conflicts between ground and 
surface water users.” Id. § 4D, at 54. The Plan recognizes that recharge program effectiveness 
monitoring and evaluation results are key components to selecting and designing managed recharge 
strategies and projects. See id. § 4E, at 55. 

Managed aquifer recharge is considered distinct from incidental ground water recharge. The legislature 
recognizes that incidental ground water recharge benefits are often obtained from the diversion and use 
of water for various beneficial purposes. However, such “incidental recharge may not be used as the 
basis for claim of a separate or expanded water right.” I.C. § 42-234(5). To meet the goals established 
for the ESPA through the legislature and ESPA CAMP, the IWRB does not consider incidental ground 
water recharge as managed aquifer recharge. 

IV. PROGRAM OPERATIONS OVERVIEW 
The IWRB recharge season is defined as August 1 through July 31. This period was determined based 
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III. STATUTORY FRAMEWORK 
In addition to the constitutional articles and statutes cited above, further statutes and documents of 
relevance are identified below, providing the framework for this document. This section is not 
exhaustive, as other rules and statutory frameworks are provided in specific sections below. 

Idaho Code § 42-234 establishes the basis for the use of water to conduct managed recharge. The 
appropriation of water for purposes of recharge of groundwater basins, in accordance with Idaho law 
and the Idaho State Water Plan, constitutes a beneficial use of water. I.C. § 42-234(1)–(2). To ensure 
managed recharge projects do not injure existing water rights, Idaho Code § 42-234(4) grants the IDWR 

on when natural flow was historically available for MAR. Water used for MAR in the State of Idaho 
must have a beneficial use designated as Ground Water Recharge. Typically, there are two sources of 
water available to the ESPA MAR Program, natural flow and storage water. 

Natural flow water can be diverted for MAR under an Idaho water permit or license with a beneficial 
use of Ground Water Recharge or a temporary approval of water use designated for recharge. See I.C. § 
42-103, -104, 42-202A(4a). The oldest priority date for a IWRB recharge water right is 1980. The 
IWRB’s recharge water rights are generally in priority outside of the irrigation season or when there are 
flood control releases from the reservoir systems. The recharge water rights are administered by the 

4 



 

 
 

      
   

    
  

 
   

   
    

     
 

     
     

  
  

       
    

    
 

 
  

  
   

   
   

      
  

   
    

 
 

    
   

   
   
  

  
 

 
   

        
  

 
        

    
 

  

August 26, 2026 

appropriate water district in accordance with the priority date on the permit or license. A temporary 
approval of water use cannot cause injury to existing water rights; one can only be used when all other 
water rights are met. Therefore, temporary approvals are only available to the IWRB MAR Program 
when there are flood control releases. 

The IWRB will conduct MAR for other entities using storage water. The storage water must be 
transferred to the IWRB through the appropriate water district procedures. Storage water is generally 
available during the irrigation season, but must be used by November 30th of the year the transfer takes 
place. 

The IWRB utilizes infiltration basins and recharge wells (“off-canal” recharge sites) and canal 
conveyance losses for MAR. The Program generally contracts with entities such as canal companies or 
irrigation districts that own diversion infrastructure on the Snake River and its tributaries to accomplish 
MAR. Except for specific sites, the IWRB does not own the infrastructure or dedicated recharge sites, 
and the IWRB is not accountable for contractor operations. Specific MAR site types may have statutory 
requirements such as those established by the IDWR UIC Program for recharge wells or by IDEQ for 
infiltration basins. This document establishes standards for the MAR Program outside of any additional 
statutory requirements. 

New recharge projects are reviewed by IWRB staff and presented to the IWRB at public meetings. 
Projects are first presented to the IWRB’s Aquifer Stabilization Committee during a public committee 
meeting. IWRB Committee members and the public become familiar with proposed projects and have 
an opportunity to provide comments at these meetings. If the Aquifer Stabilization Committee supports 
a project, it will be presented for consideration during a public IWRB meeting. IWRB meetings include 
an additional opportunity for input from IWRB members and the public. All meeting materials for both 
Committee and full IWRB meetings are posted on the IWRB webpage before the meeting and remain 
available on the IWRB webpage after the meeting. Any meeting documents not listed on the IWRB 
webpage are available at the State Archives for public research. The URL for the IWRB webpage is 
included at the end of this document. 

V. COORDINATION STANDARDS & PROCEDURES 
The IWRB relies on its contracted partners to perform managed aquifer recharge, requiring a high level 
of coordination between partners, the IWRB, and other governing agencies. The following standards 
serve to clarify the responsibilities of a contractor regarding communication and compliance with these 
entities. It cannot be guaranteed that the standards listed here are a comprehensive list of all legal 
requirements; it is ultimately the responsibility of the contractor to ensure compliance with all governing 
bodies. 

1. COORDINATION WITH IWRB 
a. Any entity providing recharge services for the MAR Program must have a valid water 

conveyance contract with the IWRB, signed by a representative of both parties, prior to 
commencing recharge operations. 

b. The Contractor shall not divert recharge water until the IWRB has issued a notice to proceed 
specifically designating the date that the Contractor may begin diverting water for recharge, 
the contractual dollar limit per recharge season, and other key conditions related to IWRB 
recharge. The rate and/or volume of water the Contractor is authorized to divert for recharge 
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b. Recharge infiltration basins developed or modified after January 1, 1985, must have and 
comply with an approved IDEQ ground water quality monitoring plan. See IDAPA 
58.01.16.600; IDEQ, Guidance for Developing a Ground Water Quality Monitoring Program 
for Managed Recharge Projects by Land Application § 1, at 1 (2017). 

c. All recharge wells utilized for the MAR Program must have and comply with a permit issued 
by the UIC Program and comply with all other UIC Program requirements. See IDAPA 
37.03.03. IDWR is responsible for the operation of the UIC Program. 

d. Off-canal recharge sites located on Federal or State land must have an easement from the 
appropriate entity and a noxious weed abatement program in place, which is the sole 
responsibility of the Contractor. 

VI. SITE METRICS STANDARDS & PROCEDURES 
These standards provide minimum metrics that must be met for sites conducting IWRB MAR. Recharge 
sites, including but not limited to infiltration basins and recharge wells, that were utilized or funded prior 
to the adoption of this document could be exempt from these standards. Exemptions for existing 
recharge sites will be evaluated on a case-by-case basis. 

1. WATER LEVELS 
a. The pre-recharge ground water table should be a minimum of 30 feet below ground surface, 

as measured in the closest accessible well. This limit is recommended to protect subterranean 
infrastructure (e.g., basements, septic systems) and to ensure recharge water does not cause 
issues with flooding or sub-irrigating farmland, or with returning as surface water, providing 
minimal benefit to the aquifer. 

b. It is recommended that recharge operations cease when the ground water table elevation rises 
to 15 feet or less below ground surface during MAR operations, as measured in the closest 
accessible well. 

c. If a recharge well is used to conduct MAR and the well is designed not to impact the 
uppermost aquifer, 1.a and 1.b may not apply and will be assessed on a case-by-case basis. 

August 26, 2026 

may be modified by the IWRB to achieve the geographic distribution of recharge consistent 
with the ESPA CAMP. 

c. The Contractor may reduce or cease delivery of the IWRB’s water at its discretion to provide 
for the needs of its shareholders. The Contractor shall notify the IWRB within 24 hours of 
ceasing delivery of the IWRB’s water. 

2. COORDINATION WITH OTHER AGENCIES 
a. All procedures, rules, regulations, laws, or other requirements of local, state, and federal 

agencies must be complied with. 

d. If standing water is present in an infiltration basin prior to a recharge operation, the basin will 
not be used to conduct IDWR MAR. It is assumed that such a site does not offer the 
opportunity to increase recharge to, or storage in, the aquifer and therefore will not be used. 

2. MINIMUM INFILTRATION VOLUME / DIVERSION RATE 
a. A canal system used for IWRB MAR must have at least an average diversion rate of 20 cfs. 

This minimum is designed to ensure MAR is occurring at a sufficient rate to impact the 
aquifer and to reduce administrative oversight and operational costs. Other standards or 
procedures might necessitate a higher rate than defined here. 
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Snake River or its tributaries. In this document, 50% volumetric travel time refers to the time 
required for 50% of the recharged volume to discharge to any modeled reaches of the Snake 
River. A primary goal of the Program, as defined in the ESPA CAMP, is to increase 
predictability for water users by managing for a reliable supply. Any site with a five-year 
retention of less than 15% or 50% volumetric travel time of less than four months does not 
aid the Program in achieving that goal. Rapid returns to the Snake River result in minimal 
impact to the aquifer or the capture of water that would otherwise flow past the Upper Snake 
River Basin reservoir system. 
i. The retention time and the travel time shall be determined by the most current, published 

version of the ESPAM model as determined by IDWR. 
ii. The calculation methods used to determine these values are further defined in a 

supporting document included in Appendix A. 
iii. Recharge basins and recharge wells that were utilized or funded prior to the adoption of 

this document or for which the minimum requirements were determined by a previous 
version of ESPAM may be exempt from this requirement. Exemptions will be evaluated 
on a case-by-case basis. 

b. The primary purpose of recharge sites is MAR when IWRB recharge water is available. 
Pastures will not be considered for IWRB MAR. Irrigated fields will only be considered for 
IWRB MAR if there is no evapotranspiration from vegetation during recharge activities. 

VII. CONVEYANCE AND DELIVERY STANDARDS & PROCEDURES 
A goal of the MAR Program is to add additional, “new,” water to the aquifer beyond what is provided 
by incidental recharge. The Program also aims to maximize geographical distribution, allowing for the 
greatest hydrologic benefits to the aquifer and the Snake River. However, the availability of IWRB 
recharge water changes from year to year. These standards intend to maximize Program goals while 
working with an unpredictable supply. 

1. CONVEYANCE SYSTEMS 

August 26, 2026 

b. An individual “off-canal” recharge site must be capable of infiltrating at least 10 cfs per day 
or 600 acre-feet per month. This minimum is designed to ensure MAR is occurring at a 
sufficient rate or volume to impact the aquifer and to reduce administrative oversight and 
operational costs. Other standards or procedures might necessitate a higher rate or volume 
than defined here. 

3. MAR LOCATION REQUIREMENTS 
a. IWRB MAR locations must retain at least 15% of five-year volumetric recharge in the 

aquifer and/or have a 50% volumetric travel time exceeding four months to any reach of the 

a. Entities contracted to deliver IWRB water for MAR are responsible for all operations, 
maintenance, management, and liability insurance for all aspects of the system(s) used to 
conduct MAR. 

b. IWRB participation in significant maintenance or replacement expenses related to recharge 
facilities and systems will be considered on a case-by-case basis. 

c. Canals being used to transport water for irrigation cannot simultaneously be used for IWRB 
MAR. Canals can be used to transport water to a designated recharge site when delivering 
irrigation water, however, water lost in the canal cannot be counted as IWRB recharge. 
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d. IWRB in-canal recharge shall not occur during the system’s Average Irrigation Season. A 
canal system’s Average Irrigation Season is defined by its average first and last irrigation 
diversion dates, referred to as the Average Start Date of Irrigation Diversion and the Average 
Last Date of Irrigation Diversion. The methodology for calculating the Average Start Date 
and the Average Last Date of Diversion are included in Appendix B. 

e. Canals may still be used for recharge outside their Average Irrigation Season when 
transporting water for non-irrigation uses. In some cases, canal systems operate outside their 
Average Irrigation Season to deliver water for non-irrigation beneficial uses (e.g., 
stockwater). Diversions for these other uses are commonly less than they are for irrigation. A 

2. 

3. 

VIII. 
Comprehensive monitoring of IWRB recharge water quantity and quality is necessary to ensure 
compliance and to collect accurate data essential for assessing the impact of IWRB MAR on the aquifer. 
These standards outline the monitoring requirements for sites conducting IWRB MAR. 

1. MONITORING OF IWRB RECHARGE WATER QUANTITY 
a. Entities contracted to deliver IWRB water for MAR shall establish a water quantity 

monitoring plan and have the plan approved by the IWRB MAR Program before diverting 

'base flow' will be established to account for the water typically diverted water for the other 
beneficial uses. The volume of water considered MAR will be determined by subtracting the 
base flow and any spill out of the system from the total volume diverted from the source. The 
methodology for calculating the base flow is included in Appendix C. 

f. Use of natural stream channels can only be used for IWRB MAR after consultation and 
approval by Program staff. If any flow is occurring in the stream channel, not attributed to 
the beneficial use of ground water recharge, the channel shall not be used for IWRB MAR. 

CONVEYANCE FEES 
a. Payment for conveyance of the IWRB’s recharge right or other waters specifically identified 

for managed recharge purposes will be based on the reported flow and volume measurements 
submitted by the Contractor, and any adjustments based on measurements obtained by water 
district or IWRB staff. 

b. Conveyance fees will be evaluated every five years in line with the recharge season. 
c. Conveyance fees for conducting IWRB recharge will be established through an IWRB 

resolution at an IWRB board meeting. The current resolution can be found in Appendix D. 

DISTRIBUTION OF IWRB RECHARGE WATER 
a. To the extent possible, the IWRB shall manage the geographical distribution of recharge in 

accordance with the ESPA CAMP goals, which may include prioritizing areas with greater 
retention rates and diversifying the location of IWRB MAR. 

b. Distribution of available IWRB MAR water will be evaluated separately for the Upper 
Valley and the Lower Valley. 

c. Any water transferred to the IWRB will be recharged at locations determined by the IWRB.  
d. The IWRB shall not recharge storage water in a location that will reduce the rate of natural 

flow water available. 

MONITORING AND EVALUATION STANDARDS & PROCEDURES 

8 



 

 
 

  

 
   

 
   

 
   

   
   

     
 

 
  

  
   

     
   

   
 

     
  

 
    

 
 

   
  

      
 

    
 

 
  

  
   

    
 

 
 

 
 
 

  

August 26, 2026 

water for recharge. The plan must include, but is not limited to, measurement of flow at the 
diversion(s) into the system, return flow out of the system, and measurement into any off-
canal recharge sites. 

b. The Contractor or designee shall measure daily flow rates of water delivered to the 
Contractor’s canal system, individual recharge sites, and any spilled water. Daily recharge 
flow rates shall be reported to a representative of the Program on a regular basis, but no less 
than once weekly during recharge operations. 

c. Measurement of IWRB recharge water, including but not limited to the devices and methods 
used, must minimally meet IDWR Water Measurement Guidelines and Minimum Acceptable 
Standards and Requirements for Open Channel and Closed Conduit Measuring Devices. See 
IDWR, Water Measurement Guidelines (vers. 7.c June 2009); IDWR, Minimum Acceptable 
Standards and Requirements for Open Channel and Closed Conduit Measuring Devices 
(Mar. 2023). 

d. A conversion factor of 1.9835 acre-feet per day (af/d) per cubic feet per second (cfs) shall be 
used when computing accomplished recharge. Miner’s inches shall be defined as 50 inches 
equal to 1.0 cfs. 

e. In the event a recharge report is delinquent for one week, the IWRB reserves the right to 
reallocate the Contractor’s flow allocation as stipulated in its notice to proceed. In the event a 
recharge report is delinquent for two consecutive weeks, the IWRB reserves the right to 
deduct 10% from the total conveyance payment. 

f. The appropriate water district shall make the final determination concerning the quantity of 
water diverted for recharge. 

2. MONITORING OF IWRB RECHARGE WATER QUALITY 
a. Recharge infiltration basins developed or modified after January 1, 1985, must have and 

comply with an approved IDEQ ground water quality monitoring plan. See IDAPA 
58.01.16.600; IDEQ, Guidance for Developing a Ground Water Quality Monitoring Program 
for Managed Recharge Projects by Land Application § 1, at 1 (2017). 

b. Annual water quality summary reports for IWRB recharge will be compiled and submitted to 
IDEQ and the MAR Program. 

c. Recharge well sites must comply with all UIC permit conditions and UIC Program 
requirements, including water quality sampling and reporting. All required water quality 
reporting shall be submitted to both the UIC Program and the MAR Program. 

d. Water quality monitoring associated with the IWRB MAR Program, including sampling and 
reporting, required for compliance with an approved GWQMP or UIC permit, will be funded 
or conducted by the IWRB MAR Program. 

e. If IWRB recharge occurs concurrently with private recharge, the Program will organize and 
pay a proportionate share of monitoring costs associated with a monitoring plan.   

f. Any costs not associated with IWRB MAR as outlined above shall be the sole responsibility 
of the Contractor. 

3. EVALUATION 
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August 26, 2026 

a. The IWRB, or designated representatives, reserve the right to inspect and verify all aspects of 
monitoring plans, diversion structures, off-canal recharge sites or review the work for 
compliance within the conveyance contract’s scope of work during the terms of the contract. 

b. Inspections shall allow the IWRB representatives to: 
• Ensure all monitoring plan requirements are being met. 
• Verify the measurement devices and methodologies are sufficient. 
• Ensure the system used for MAR is acceptable under the Program’s site metrics 

criteria. 
• Ensure the system used to conduct IWRB MAR is in accordance with all IWRB 

standards and procedures. 

For more information on the Departments and Programs mentioned above, please visit their websites: 

Idaho Department of Environmental Quality https://www.deq.idaho.gov/ 
Idaho Department of Water Resources https://idwr.idaho.gov/ 
Idaho Water Resource Board https://idwr.idaho.gov/iwrb/ 
Underground Injection Control Program https://idwr.idaho.gov/wells/injection-wells/ 
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APPENDIX A 
Methodology for Determination of Volumetric Retention and 50% Travel Time 
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Background 

A primary goal of the Idaho Water Resource Board (IWRB) Managed Aquifer Recharge (MAR) 
Program (Program) as defined in the Eastern Snake Plain Aquifer (ESPA) Comprehensive 
Aquifer Management Plan (CAMP) is to increase predictability for water users by managing for 
a reliable supply.  In 2016, the Idaho Legislature passed Idaho Senate Concurrent Resolution No. 
136 (S. Res. 136, 2016). The resolution recognized that stabilizing and enhancing the ESPA 
water level is in the public interest because it will lead to sustainable water supply for 
consumptive and nonconsumptive uses and minimize harm to Idaho’s economy arising from 

time to a reach of the Snake River or one of its tributaries that is greater than four months. 

year volumetric retention and 50% travel time for recharge sites. Individual sites may have 

not inhibit IWRB MAR Program staff from performing additional site evaluations. 

5-Year Volumetric Retention 
The procedures to determine site retention utilize a 5-year volumetric retention map which 

Aquifer five years after a one-month recharge event, based on the recharge location. 

focus solely on the impacts of the recharge event. 

water supply shortages. The resolution set a goal for the state to develop the capacity for 250,000 
acre-feet of average annual managed recharge by December 31, 2024 and to achieve 250,000 
acre-feet of average annual recharge across the ESPA through state-funded managed recharge. In 
2025, the Idaho Legislature passed Senate Concurrent Resolution No. 110 which supported 
increasing the state-funded ESPA managed recharge goal to 350,000 acre-feet on an average 
annual basis (S. Res. 110, 2025). However, rapid returns of recharged water to the Snake River 
result in minimal impact to the aquifer or the capture of water that would otherwise flow past the 
ESPA reservoir system. The Program therefore requires that IWRB MAR locations must have a 
minimum of a 15% 5-year volumetric retention in the aquifer and/or a 50% volumetric travel 

Overview of Procedure 

This document outlines the methodology IWRB MAR Program staff follow to determine the 5-

unique factors that require alterations or additions to this methodology. This methodology shall 

illustrates the percentage (expressed as a decimal) of water retained in the Eastern Snake Plain 

The retention map data were generated by running the Eastern Snake Plain Aquifer Model 
version 2.2 (ESPAM2.2) in superposition mode for each active model cell. In this mode, external 
stresses on the aquifer, such as precipitation and irrigation, are excluded, and the model results 

Recharge in each cell was simulated as a one-month event, followed by five years without 
additional recharge. The percentage of recharge retained in the aquifer was calculated by 
dividing the volume of water remaining in storage five years after the event by the volume of 
recharge that occurred during the initial one month of recharge. 

50% Travel Time to the Snake River 
The procedure to determine the 50% travel time to the Snake River uses the ESPA Model 
Transfer Spreadsheet (ETRAN) to evaluate returns to the Snake River. For the purposes of this 
document, a 50% volumetric travel time is defined as the time it takes for 50% of the water 
recharged to return to any modeled reaches of the Snake River. The ETRAN transfer tool is 
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normally used to evaluate water right transfers by modeling effects on the Snake River of 
pumping water from the aquifer. This procedure instead models the addition of water to the 
aquifer to determine MAR’s effects on the Snake River. This specific analysis is only used to 
determine percentage of returns of recharge water to the surface water system. This methodology 
is not intended to be used to evaluate or quantify specific reach impacts or impacts over short 
time intervals (anything less than trimesters). 

Procedure to Determine 5-Year Volumetric Retention 

Retention for off-canal recharge sites must be calculated slightly differently than it is for in-canal 
recharge, however both methods use a 5-year volumetric retention map as their basis. 

Off-Canal Recharge Sites – Individual Grid Cell 
For off-canal recharge sites (e.g. infiltration basins and recharge wells), a single cell within the 5-
year retention map is used. If a site overlaps multiple cells, the 5-year volumetric retention for 
the site should be taken from the map cell which the greatest portion of the site falls within. 

In-Canal Recharge – Length Averaged Linear Retention 
For in-canal recharge, the main canal of a system is evaluated, which most often spans several 
retention cells. Therefore, retention for in-canal recharge is calculated as a weighted average 
relative to the length of the canal within each of the overlapped retention cells. The steps for 
utilizing this method are as follows. 

1. Create a shapefile which represents the main canal and intersect this with the ESPAM-
based retention layer. This results in a table which includes the length of the canal within 
each retention grid cell. 

2. Take the canal length within each grid cell divided by the total canal length to determine 
the proportion of the main canal in each grid cell. 

3. Multiply each of these proportions by the retention value of the respective grid cell. 
4. Add all of these products (the proportion times the retention value). This is the weighted 

average retention for the canal system, which is considered the retention for systems 
spanning multiple retention grid cells. If this value is equal to or greater than 15%, the 
criteria is met. 
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Image 1. Average linear retention steps 2–4. 

Procedure to Determine 50% Travel Time to the Snake River 
1. Download or open the current version of the ESPA Model Transfer Spreadsheet 

(ETRAN). This can be procured from the IDWR website at: 
https://idwr.idaho.gov/water-rights/transfers/resources/ 
Alternatively, search for “ETRAN” on the IDWR home page. 

2. Navigate to 
https://experience.arcgis.com/experience/93e4010e00fb46d6a0660f326ef61073/page/Wa 
ter-Supply-Bank . 

3. Use the Search Tool at the top of the screen or zoom in to the recharge site location on 
the map. 

4. Click on the model grid cell which contains the recharge location. A pop-up will appear 
showing a Row ID and a Column ID. See Image 2 below. 

Retention Section Length Proportion Weighted Retention 

Retention  Section Length 
Section Length / 

Total Length 
Retention*Proportion 

0.2303 1654.346727 0.035848784 0.008255975 Copied from Attribute Table 
0.221 2446.563811 0.053015693 0.011716468 

0.2122 2700.038131 0.058508342 0.01241547 
0.2038 2502.586415 0.054229672 0.011052007 
0.1956 2325.881176 0.050400566 0.009858351 
0.1872 2662.872462 0.057702982 0.010801998 
0.1782 2595.050798 0.056233324 0.010020778 
0.1527 2226.758125 0.048252624 0.007368176 
0.1175 2184.738953 0.047342092 0.005562696 
0.1682 2306.571802 0.049982143 0.008406996 
0.1372 2888.338025 0.062588697 0.008587169 
0.1029 2309.929445 0.050054901 0.005150649 
0.156 861.950103 0.018677985 0.002913766 

0.1221 336.083282 0.00728274 0.000889223 
0.0883 2193.743204 0.047537209 0.004197536 
0.0001 1231.545313 0.02668691 2.66869E-06 
0.054 355.677764 0.007707342 0.000416196 

0.0002 2560.491154 0.055484436 1.10969E-05 
0.0719 2178.761033 0.047212554 0.003394583 
0.0321 3026.432889 0.065581137 0.002105154 
0.0897 49.862605 0.001080495 9.69204E-05 

0 1529.705566 0.033147879 0 
0.0527 2444.661866 0.052974479 0.002791755 
0.0001 381.556232 0.008268114 8.26811E-07 
0.0696 193.770637 0.004198903 0.000292244 

Total Canal Length: 46147.91752 Total Retention: 0.126308703 
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Surface Water lease ¢ 
PODS 

Groundwater Districts ¢ 

Irrigation 
¢ 

Organizations 

Administrative Basins ¢ .. . 

Critical Ground Water 
¢ 

Areas 

ACRES 640.00 ESPA Model Outline ¢ 

ACTIVE 
ESPA Model Grid 

CELL_INTGR 1,071,173 

COL_I D 173.00 
Ground Water ¢ 
Management Areas 

LAYERl 

ROW_ID 71.00 
Idaho Boundary 

S.hape.S.TArea!) 2,589,988.31 ) Pl5S ¢ 

S.hape.S.R ength [) 6,437.38 

Image 2. Water Right Locator Map used to find the “TO CELL” row and column ID’s as 
outlined in Steps 2-4. 

5. In the most current version of ETRAN, in the “DataEntry” sheet, enter the row and 
column values from Step 4 in the “TO CELL” row and column cells. See Image 3 below 
for an example of Steps 5-8. 

6. For the “’FROM1’ CELL”; enter any number between 1 and 104 for the row value and 
any number between 1 and 209 for the column value. These are arbitrary numbers that 
do not affect the results of the analysis, but these cells must be populated to run the 
model. A row value of 80 and column value of 100 were used in the example below. 

7. In the “YEAR” cell, type in the current year and update the “SEASON” dropdown to the 
current season. Click “UPDATE DATES”. 

8. Additionally, enter an estimated volume of recharge for the site in acre-feet into the first 
cell in the “TO WELL” column, or simply enter “-100”. The amount entered will not 
affect the result of the analysis, but these cells must be populated to run the model. The 
value should be entered as a negative because recharge is adding water to the aquifer 
while the transfer tool models water pumped from the aquifer. 
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this color are 
set up for user entries 

ENTER STARTING DATE FOR 

SIMULATION. THEN PU SH TRAN SFER NO: 
''UPDATE DATES'' BUTTON 

YEAR T 
SEASON 

ROW 
COLU MN 

TRIMESTER 

OF 
ilCllill.1Y 
5PR2026 

5UM2026 

WIN2026 

5PR2027 

5UM2027 

WIN2027 

5PR2028 

5UM2028 

WIN2028 

UPDA.TE 
DATES 

RUN 
MODEL 

CALCULATE EFFECTS 

GET 
OUTPUT 

Image 3. Example of ETRAN spreadsheet data entry. 

9. Click “RUN MODEL”, then “GET OUTPUT”, and finally “CALCULATE EFFECTS”. 
Once the model has finished running, the spreadsheet will auto-direct to the “Graphs 
Above Milner” tab. Click instead on the “Calculated Effects” tab. 

10. Select the data from columns A-L, Total Effect with Transfer. See Image 4 below. Copy 
this data to a new, blank Excel workbook. 

Image 4. Calculated Effects tab in ETRAN spreadsheet with data described in Step 10 
highlighted. 
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B C D E I F I G I H I J K L I 
1 

2 

3 1 2 3 4 5 6 7 8 9 10 11 12 

4 !TOTAL EFFECT WITH TRANSFER (AF/ four months) - "' Ksprto "' Malad "' Malad to 5 Ashton t6 Heise to "' Shelley td Nr Blckft 1 Neeley tc1 Dev. Wbl~ Buhl to "' Kspr 

6 ~ ~ ~ ~ Minidoy fMl! Km Mi!ld ~ 
7 SPR 2026 0.0 -16.8 -0.8 -0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

8 SUM 2026 0.0 -14.7 -1.S -0.3 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 
g W IN 2026 0.0 -9.S -1.8 -0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

10 SPR 2027 0.0 -5.8 -1.7 -0.8 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

11 SUM 2027 0.0 -3.6 -1.6 -1.0 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

12 W IN 2027 -0.1 -2.3 -1.4 -1.1 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

13 SPR 2028 -0.1 -1.S -1.2 -1.1 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

14 SUM 2028 -0.1 -1.1 -1.0 -1.1 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

15 W IN 2028 -0.1 -0.8 -0.8 -1.0 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

16 SPR 2029 -0.1 -0.6 -0.7 -1.0 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

17 SUM 2029 -0.1 -0.4 -0.6 -0.9 0.0 0.0 o.o 0.0 0.0 0.0 0.(l 

18 W IN 2029 -0.1 -0.4 -0.S -0.8 o.o o.o o.o o.o o.o o.o 0.(l 

19 SPR 2030 -0.1 -0.3 -0.4 -0.7 o.o o.o o.o o.o o.o o.o 0.(l 

20 SUM 2030 -0.1 -0.2 -0.4 -0.7 o.o o.o o.o o.o o.o o.o 0.(l 

21 W IN 2030 -0.1 -0.2 -0.3 -0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

22 SPR 2031 -0.1 -0.2 -0.3 -0.S 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

23 SUM 2031 -0.1 -0.1 -0.2 -0.S 0.0 0.0 0.0 0.0 0.0 0.0 0.(l 

24 W IN 2031 -0.1 -0.1 -0.2 -0.4 0.0 0.0 0.0 0.0 0.0 0.0 0.( 

11. Take the sum of all the first trimester values in the first row of data across all reaches 
(columns). If the sum of these values is less than 50% of the estimated total recharge 
volume entered into the “TO WELL” cell in Step 8, then the minimum criteria is met. 
See Image 5 below. 

17 
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6 

A 

7 SPR 2026 

8 SUM 2026 

9 WIN 2026 

10 SPR 2027 

11 SUM 2027 

12 WIN 2027 

13 SPR 2028 

14 SUM 2028 

15 WIN 2028 

16 SPR 2029 

17 SUM 2029 

18 WIN 2029 

19 SPR 2030 

20 SUM 2030 

21 WIN 2030 

22 SPR 2031 

23 SUM 2031 

24 WIN 2031 

D G H 

2 4 5 6 7 8 

I TOTAL EFFECT WITH TRANSFER (AF/ four months) 

Ashton t6 Heise to ' Shell ey t ~ Nr Blckft l Neeley t~ Dev. Wbl~ Buhl to ' 
Rexburg Shelley Nr Blckft Neeley Minidoka Buhl Kw 

0.0 -16.8 ,0.8 ,0.11 0.01 0.0 0.01 
0.0 -14.7 -1.5 -0.3 0.0 0.0 0.0 

0.0 -9.5 -1.8 -0.6 0.0 0.0 0.0 

0.0 -5.8 -1.7 -0.8 0.0 0.0 0.0 

0.0 -3.6 -1.6 -1.0 0.0 0.0 0.0 

-0.1 -2.3 -1.4 -1.1 0.0 0.0 0.0 

-0.1 -1.5 -1.2 -1.1 0.0 0.0 0.0 

-0.1 -1.1 -1.0 -1.1 o.o o.o o.o 
-0.1 -0.8 -0.8 -1.0 0.0 0.0 0.0 

-0.1 -0.6 -0.7 -1.0 0.0 0.0 0.0 

-0.1 -0.4 -0.6 -0.9 o.o o.o o.o 
-0.1 -0.4 -0.5 -0.8 0.0 0.0 0.0 

-0.1 -0.3 -0.4 -0.7 0.0 0.0 0.0 

-0.1 -0.2 -0.4 -0.7 o.o 0.0 o.o 
-0.1 -0.2 -0.3 -0.6 0.0 0.0 0.0 

-0.1 -0.2 -0.3 -0.5 0.0 0.0 0.0 

-0.1 -0.1 -0.2 -0.5 0.0 0.0 0.0 

-0.1 -0.1 -0.2 -0.4 0.0 0.0 0.0 

K 

9 10 

Kspr ' Kspr to ' Malad 

Malad 

0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

o.o o.o 
0.0 0.0 

0.0 0.0 

o.o o.o 
0.0 0.0 

0.0 0.0 

o.o 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

11 12 

' Malad to 

Bancroft 

0.0 o.c 
0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

o.o o.o 
0.0 0.0 

0.0 0.0 

o.o o.o 
0.0 0.0 

0.0 0.0 

o.o o.o 
0.0 0.0 

0.0 0.0 

0.0 0.0 

0.0 0.0 

M N 0 

Total Volume Entered 

Sum of 1st Trimester 

% Return 

-100 

-17.7 

17.7% 

4 

Image 5. Excel analysis of ETRAN results. 
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APPENDIX B 
Methodology for Determination of Historical System Operation Dates 
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Background 

Whenever a water delivery system diverts water for any beneficial use, incidental aquifer 
recharge occurs as a byproduct. Therefore, incidental recharge occurs throughout the entirety of 
system’s typical operation dates. This incidental recharge is recognized as a public benefit (Idaho 
Code 42-234) but is not considered Managed Aquifer Recharge (MAR). MAR is additional, or 
“new,” water added to the aquifer which thereby increases aquifer storage. 
To effectively perform MAR, the program utilizes systems outside their historical operation 
dates, also known as the Average Irrigation Season. This procedure aims to identify the typical 
annual dates when irrigation delivery operations occur within a system ('system operation dates' 
or 'Average Irrigation Season'). The goal is to differentiate managed aquifer recharge from 
historical incidental recharge generated through routine irrigation system operations. Recharge 
performed outside of the bounds of the calculated system’s irrigation operation dates should then 
be considered new water added to the aquifer. This document provides a standardized, 
transparent methodology, based on historic practices of a system, that can be applied to all 
program partners conducting IWRB recharge. 

Overview of Procedure 

The procedure to determine system operation dates examines median diversion time-periods in 
each calendar year from 1990 through 2015, inclusive. This time period is recent enough to take 
into account large-scale conversion from flood to sprinkler irrigation, it is after the construction 
of the reservoirs on the Snake River in the 1960s, but before MAR operations began in earnest in 
2017, and it is broad enough to include wet periods (e.g. 1995 - 1999) and dry cycles (e.g. 1990 – 
1992, 2001 – 2004). Use of the median value assists in smoothing out anomalous data to 
determine a long-term representative value. 

These calculations provide a base for determining system operation dates. With the realization 
that a canal’s operations could significantly alter over time, the system’s operation dates could be 
altered with sufficient data or by resolution. 
The proposed methodology provides a standardized method for determining when IWRB 
recharge could be conducted above “normal” system operations. Basic assumptions: 

• The 26 years proposed for examination are representative of current operations and 
provide enough data to discern patterns. 

• Only official, finalized data from the relevant diversion-reporting entity (e.g. USGS, 
Water District 1, etc) will be utilized. 

• Collaboration with partners/operators and adaptive management will be essential. The 
goal is to add new water to the aquifer. 
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Procedure to Determine Historical System Operation Dates 

1. Obtain the historical diversion data for the system of interest, typically via authoritative 
sources (e.g. Water District 01, USGS, etc). In the case of Water District 01, the data is 
provided as “Flow (CFS),” also known as the “Sum of Flow (cfs),” through the system’s 
headgate (example of the data shown in Image 1). 

2. Record the first and last date of diversion into each system’s headgate during each 
calendar year (example shown in Image 2). 

a. Some discretion by the reviewer will be necessary. In Image 2, the system 
continues to divert a small amount of water from October 29 – 31. This diversion 
rate is clearly distinct from the primary delivery operations that ended on October 
28, and likely represents minimal, unintentional leakage through the headgate. 

b. If a system “pauses” during the normal delivery season, and then resumes a 
subsequent delivery operation, the date of the end of the final delivery operation 
would be used. These pauses are generally towards the end of the irrigation 
season. 

c. If a system participated in MAR operations during the historic time period 
analyzed those deliveries will be excluded. 

3. The historical system operation dates are determined by calculating the median calendar 
date for the 26 years analyzed (1990-2015) for the first and last dates of diversion 
(example shown in Image 3). 

4. Once the calculations are complete the results will be sent to the recharge partner for 
their review and feedback before being applied. 

The following should also be considered when calculating system operation dates: 
1. All diversions that drain to a common end, or otherwise serve the same general area, 

should be considered as a single system containing multiple points of diversion. The 
earliest first and latest last dates should be applied across all points of diversion. 

For example: Two separate canals drain to a single endpoint. One canal has 
historical system operation dates of April 1 through October 31, and the other 
operates only through the month of July. The system operation dates for both 
points of diversion would be April 1 through October 31. Both canals could be 
used to conduct MAR outside of the bounds of those dates. 

2. IWRB staff, in consultation with the recharge partner, will have discretion to adaptively 
manage any unforeseen circumstances not covered by the method described above, with 
the primary goal of adding new water to the aquifer. 
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SitelD SiteTyi:1e Flow (CFS) Gage Height (Feet) HSTDate Irrigat ion Year 

'. xxxxxxx D 0 0 5/ 4/ 1991 1991 

. xxxxxxx D 0 0 5/ 5/ 1991 1991 

. xxxxxxx D 86 1.19 5/ 6/ 1991 1991 

' xxxxxxx D 137 1.51 5/ 7/ 1991 1991 

' xxxxxxx D 227 1.96 5/ 8/ 1991 1991 
• xxxxxxx D 267 2.13 5/ 9/ 1991 1991 

: xxxxxxx D 311 2.31 5/ 10/ 1991 1991 

I J<XXXXXX D 309 2.3 5/ 11/ 1991 1991 

I XXXXXXX D 340 2.42 5/ U / 1991 1991 

xxxxxxx D 371 2.53 5/ 13/ 1991 1991 

'. xxxxxxx D 351 2.46 5/ 14/ 1991 1991 
; xxxxxxx D 353 2.47 5/ 15/ 1991 1991 

. xxxxxxx D 366 2.52 5/ 16/ 1991 1991 

' xxxxxxx D 385 2.59 5/ 17/ 1991 1991 

' xxxxxxx D 353 2.48 5/ 18/ 1991 1991 
• xxxxxxx D 328 2.39 5/ 19/ 1991 1991 

: xxxxxxx D 328 2.39 5/ 20/ 1991 1991 
I )()(XX)()()( D 332 2.41 5/ 21/ 1991 1991 

I XXXXXXX D 351 2.48 5/ 22/ 1991 1991 

xxxxxxx D 392 2.63 5/ 23/ 1991 1991 

A B 
1 Date ... sum of Flow (CFS) 

71 21-Oct 372 

72 22-Oct 372 

73 23- Oct 375 

74 24-Oct 375 

75 25-Oct 375 

76 26-Oct 375 

77 27-Oct 375 

78 1 2S.-Oct 180 1 

79 29-Oct 21 

80 30-Oct 22 

8 1 31-Oct 22 

82 3 2001 

83 .::1 M a~ 

84 I 1-Ma~ 240 i 
85 2-May 443 

86 3-May 678 

87 4-May 777 

88 5- May 801 

89 6-May 805 

90 7-May 809 

Image 1. Sample of Water District 01 (WD-01) system diversion data. 

Image 2. Sample of determining end and start dates for “normal” operational deliveries in a 
given year. 

End of Irrigation 

No readings for 
diversions in April 

Start of Irrigation 
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1990 

1995 

2000 

2005 

2010 

2015 

Year Start End 

20-Apr 18-0ct 

1991 6-May 31-0ct Median Start 5/ 2 } 1992 23-Apr 21-Sep Median End 10/28 

1993 11-May 20-Nov 

1994 27-Apr 31-Aug 

18-Apr 16-Dec 

1996 20-Apr 30-Nov 

1997 24-Apr 1-Nov 

1998 2-May 31-0ct 

1999 3-May 31-0ct 

2-May 28-0ct 

2001 1-May 4-Sep 

2002 6-May 5-0ct 

2003 2-May 31-0ct 

2004 29-Apr 28-0ct 

3-May 28-0ct 

2006 3-May 28-0ct 

2007 1-May 28-0ct 

2008 6-May 31-0ct 

2009 9-Apr 29-0ct 

7-May 29-0ct 

2011 6-May 29-0ct 

2012 28-Apr 27-0ct 

2013 4-May 26-0ct 

2014 3-May 31-0ct 

23-Apr 15-0ct 

Image 3. Sample of determining end and start dates for “normal” operational deliveries for a 
system. 

Bounds of 
Historical System 
Operation Dates 

Annual System 
Operation 
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APPENDIX C 
Methodology for Determination of Historical Diversion Rates of Non-irrigation Water 
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Background 

Some water delivery systems have historically operated during the non-irrigation season to 
support uses such as stock water, subirrigation, and flow maintenance. These routine operations 
have provided incidental recharge to the aquifer as a byproduct. This incidental recharge is 
recognized as a public benefit (Idaho Code 42-234) but is not considered Managed Aquifer 
Recharge (MAR). MAR is additional, or “new,” water added to the aquifer which thereby 
augments aquifer storage. This methodology differentiates between managed aquifer recharge 
and historical incidental recharge resulting from routine non-irrigation operations. 

Typically, a significant portion of a system’s capacity is used during irrigation operations, and it 
is common for some water to be returned to the river (“return flows”). However, when systems 
are used for routine non-irrigation purposes, only a fraction of the system capacity is utilized and 
commonly there are no return flows. This means that all water diverted during routine non-
irrigation operations seeps into the aquifer and, as a byproduct, provides incidental aquifer 
recharge. Therefore, median diversion rates during the non-irrigation season provide a 
reasonable measure of historical incidental recharge rates. The lack of return flows also indicates 
there is additional room in the systems for MAR. 

Some systems divert non-irrigation water consistently. Others only divert non-irrigation water 
during non-drought years under water rights that are senior to the IWRB recharge rights. During 
these drought years it is unlikely that IWRB recharge operations would occur under the Board’s 
current recharge diversion procedures. 

A preliminary review of historical non-irrigation diversion rates shows significant annual 
variability within most systems, driven by factors such as water availability, weather conditions, 
canal operations, and demand. To introduce additional water into the aquifer, it is essential to 
quantify the incidental recharge that has historically occurred. 

Overview of Procedure 

The procedure to determine historical diversion rates of non-irrigation water examines median 
monthly diversion rates during the non-irrigation season from calendar years 1990 through 2015. 
This time period is recent enough to take into account large-scale conversion from flood to 
sprinkler irrigation, it is after the construction of the reservoirs on the Snake River in the 1960s, 
but before MAR operations began in earnest in 2017, and it is broad enough to include wet 
periods (e.g. 1995 - 1999) and dry cycles (e.g. 1990 – 1992, 2001 – 2004). Use of the median 
value assists in smoothing out anomalous data to determine a long-term representative value. 
These calculations provide a base for determining non-irrigation diversions when water is 
available for MAR. With the realization that a canal’s operations could significantly alter over 
time, the determination of diversion rates for non-irrigation could be altered with sufficient data 
or by resolution. 
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Basic assumptions: 

• The 26 years proposed for examination are representative of current operations and 
provide enough data to discern patterns. 

• Only official, finalized data from the relevant diversion-reporting entity (e.g. Water 
District 1, USGS, etc) will be utilized. 

• New water added to the aquifer is any additional water added above the amount provided 
by historical incidental recharge.  

• Only years in which diversions occurred will be used in the determinations. Years in 
which diversions did not occur would have been too dry for IWRB managed aquifer 
recharge operations, as explained above. 

• Any water recharged in systems above their historical incidental recharge rate will be 
considered new water added to the aquifer, and therefore to be managed aquifer recharge. 

• Any water leaving the system would be deducted from the managed aquifer recharge 
volume. 

• Cooperation with partners/operators and adaptive management will be essential. The goal 
is to add new water to the aquifer. 

Procedure to Determine Historical Incidental Recharge Rates 

1. Obtain the historical daily diversion data for the system of interest, typically via Water 
District 01, USGS, or other authoritative sources. For example, the data is provided by 
Water District 01 as “Flow (CFS)” or the “Sum of Flow (cfs)” through the system’s 
headgate (example of the data shown in Image 1). 

2. Using the daily cfs data from Step 1, calculate the monthly sum, in cfs, through the 
headgate for each month from irrigation year 1990 to 2015 (Image 2). 

a. Months in which a system participated in a managed recharge operation will be 
excluded as not indicative of a normal base flow. 

b. Months in which a system did not divert water will be excluded from the 
calculation as not representative of conditions that IWRB recharge water would 
normally be available. 

3. Calculate the median monthly sum for each month over the evaluation period (1990-
2015), taking into account the exclusions noted above. 

4. Divide the monthly median values by the number of days in the respective month to 
determine the historical daily median baseflow (cfs) for each month. This is the 
Historical Incidental Recharge Rate. 

Staff will verify the Historical Incidental Recharge Rate calculations with the recharge partner 
for their review and feedback before being applied. 

For recharge to be counted as part of the IWRB program, the daily amount of water diverted for 
managed recharge would be subtracted by the Historical Incidental Recharge Rate (for that 
month) and any return flows for that day. 
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itelD SiteType Flow (CFS)Gage Height (Feet) HSTDate Irrigation Year 

XXXXXXXX D 0 0 3/1/2010 2010 

XXXXXXXX D 10.54 0.24 3/2/2010 2010 

XXXXXXXX D 8.79 0.21 3/3/2010 2010 
XXXXXXXX D 24.27 0.43 3/4/2010 2010 
XXXXXXXX D 41.03 0.61 3/5/2010 2010 
XXXXXXXX D 62.2 0.8 3/6/2010 2010 
XXXXXXXX D 73.39 0.89 3/7/2010 2010 
XXXXXXXX D 74.68 0.9 3/8/2010 2010 

XXXXXXXX D 81.24 0.95 3/9/2010 2010 

XXXXXXXX D 93.6 1.04 3/10/ 2010 2010 
XXXXXXXX D 93.6 1.04 3/11/2010 2010 

XXXXXXXX D 111.1 1.16 3/12/2010 2010 

XXXXXXXX D 123.41 1.24 3/13/2010 2010 

XXXXXXXX D 123.41 1.24 3/14/2010 2010 

Other factors to be considered when calculating the historical incidental recharge rate: 

1. All diversions that drain to a common end should be considered as a single system 
containing multiple points of diversion. The baseflow should be applied across all points 
of diversion. 

For example: Two separate canals drain to a single endpoint, or otherwise serve 
the same general area. One canal has a Historical Incidental Recharge Rate of 100 
cfs whereas the other has 0 cfs. The total Historic Incidental Recharge Rate for 
both points of diversion would be 100 cfs. Therefore, a combined diversion of 
101 cfs from both canals would result in 1 cfs of IWRB recharge, assuming no 
spill out of the system. 

2. Both irrigation and non-irrigation operations may occur during “shoulder months” at the 
beginning and end of the irrigation season (e.g. April and October). The Historical 
Operation Dates will be calculated as detailed in the Determination of Historical System 
Operation Dates procedure. For the remainder of the shoulder month, the baseflow from 
the previous month will be utilized prior the start date, and the following month’s 
baseflow will be utilized after the season’s end date. 

For example: A system’s historical incidental recharge rate for November is 20 cfs, 
as calculated under this document’s procedures. The system’s switch from 
irrigation to non-irrigation operations occurs on October 20, as calculated under the 
Determination of Historical System Operation Dates memo’s procedures. A 
historical incidental recharge rate of 20 cfs would be applied from October 21 
through November 30. 

3. IWRB staff, in consultation with the recharge partner, will have discretion to adaptively 
manage any unforeseen circumstances not covered by the method described above, with 
the primary goal of adding new water to the aquifer. 

Image 1. Sample of Water District 01 (WD-01) system diversion data. 
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Image 2. Sample of determining a system’s “normal” diversion rate during non-irrigation 
operations. 

Months of Interest 
in Each Year 

Image 3. Sample of determining end and start dates for “normal” operational deliveries for a 
system. 

Step 3Step 3a 

Step 3bStep 4 

 
 

 
 

   

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

  

Calendar Year .r Monthly Sum els 

.,; 1996 70165.27 

:J 1997 

Jan 292 

Feb 1298 
Ma r 2047 

Apr 5697 
May 8911 

Jun 8780 

Ju l 12041 

Aug 8984 

Sep 6530 

Oct 4859 

Nov 2625 

Dec 1782 

1998 59826 

• 1999 62558.9 

2000 67422.2 

• 2001 59170.6 

.,; 2002 52643 

• 2003 64901.37 

2004 56106 

• 2005 54704 

.,; 2006 52788A5 

Sum of Total cfs Through Headgate Per Month 

Irrigation Year November December January Februrary March 

2005 

2006 63 
2007 170.55 1718 
2008 86.1 
2009 4465.64 1450.19 3.1 2.8 1466 

2010 1544.24 3472 

2011 2537.38 84 1353 
2012 1520.28 275 .76 167 159 2415 
2013 519.2 
2014 220.11 1943 
2015 395 898.75 3241 

~~ 1381 1450.19 1612 1410 2048 

I 52.00 r Historical Incidental Rechar e Rate cfs 46.03 46.78 49.91 66.07 

Any rate above that in the green row would be considered new water added to the aquifer. 
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APPENDIX D 
IWRB Resolutions Approving Managed Aquifer Recharge Program Payment Schedule 
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EFORE THE IDAHO WATER RESOURCE BOARD 

IN THE MATTER OF ESTABLISHING A RECHARGE 
CONVEYANCE PAYMENT STRUCTURE AND 
DISTRIBUTION PLAN FOR IWRB ESPA RECHARGE 
PROGRAM 

RESOLUTION TO APPROVE ESPA MANAGED 
RECHARGE PROGRAM STANDARDS AND 
PROCESSES 

1 WHEREAS, about one-t hird of Idaho's population resides on the Eastern Snake Plain and the 
2 Eastern Snake Plain Aquife r (ESPA) is t he primary source of drinking water for both cit ies and most rura l 
3 residents of t he Eastern Snake Plain; and 
4 
5 WHEREAS, numerous factors, including drought, have contributed to the loss of approximately 
6 216,000 acre-feet of storage annually from [SPA since t he 1950's result ing in declining groundwater levels 
7 in the aquifer and reduced spring flows to the Snake River; and 
8 
9 WHEREAS, implementation of managed recharge on t he ESPA will assist in t he stabilizat ion and 

10 improvement of aquifer levels to protect municipal and domestic drinking water supplies, support 
11 agricult ure and other industries important to the state economy, and help address variability in climatic 
12 conditions, including drought; and 
13 
14 WHEREAS, House Bill 547 passed and approved by the 2014 legislature allocates $5 million annually 
15 from t he Cigarette Tax to t he IWRB for statewide aquifer stabilization; and 
16 
17 WHEREAS, Senate Bill 1402 passed and approved by the 2016 Legislature allocated $5 million in 
18 ongoing General Fund dollars to the IWRB's Secondary Aquifer Fund for statewide water susta inability 
19 and aquifer sta bilization; and 
20 
21 WHEREAS, the 2025 Idaho Legislature passed and approved Senate Concurrent Resolution 110 
22 supporting the 2024 Stipulated Mit igation Plan and supporting the IWRB revising t he State Water Plan and 
23 the ESPA Comprehensive Aquifer Management Plan to establish a state-funded ESPA managed aquifer 
24 recharge goal of350,000 acre-feet on an average annual basis; and 
25 
26 WHEREAS, t he IWRB intends to provide financia l incentives to maximize t he recharge of water 
27 available to it. This will allow for a consistent pay schedule throughout t he ESPA and reduce variability in 
28 annual payments, assist ing t he IWRB and their recharge part ners in budgeting for variability in the volume 
29 of managed recharge that can be conducted in a given year. 
30 
31 NOW, THEREFORE BE IT RESOLVED that t he IWRB adopts a $7.50 per acre-foot of recharge 
32 conveyance fee for recharge conducted as part of t he IWRB ESPA Managed Recharge Program. 
33 
34 NOW, THEREFORE, BE IT FURTHER RESOLVED t hat t he IWRB will offer conveyance and 
3 5 operational contracts of up to 5-year terms, and the designated rate will apply for the term of the 
36 conveyance and operational cont ract; and 
37 
38 NOW, THEREFORE, BE IT FURTHER RESOLVEDthatthe IWRB will work with the individual part ners 
39 of t he IWRB ESPA Recharge Program to determine a Maximum Yearly Conveyance {MYC) fee payment 
40 which can be adjusted at any t ime during t he 5-year cont ract. Conveyance fees on any given year will not 

Resolution No. 30-2025 Page 1 

32 



 
 

 
 

1 exceed t he MYC. Earned conveyance fees above t he maximum yearly fee will be paid out in subsequent 
42 years, however, the payment will not exceed the MYC on any given year; and 
43 
44 NOW, THEREFORE BE IT FURTH ERRESOLVED thatthe IWRB's ESPAmanaged recharge program will 
45 be coupled wit h a cont inuous monitoring program to verify the effects of managed recharge, and if 
46 necessary, modify the recharge program based on evaluation of t he effects; and 
47 
48 NOW TH EREFORE BE IT FURTH ER RESOLVED that the IWRB provides authority to t he Chairman 
49 of the Idaho Water Resource Board, or his designee, t o execute t he necessary agreements or cont racts 
50 for the IWRB ESPA Managed Recharge Program on behalf of the IWRB. 

DATED t his 25th day of July 2025. 

ATTEST ~~a ~ NSTEVNsoN,Secretary 

Resolution No. 30-2025 

JEFF YB ULD, ChairmYn c; 
Idaho Water Resource Board 

Page2 
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MEMO 
To: Idaho Water Resource Board Aquifer Stabilization Committee 

From: Planning & Projects Bureau Staff 

Date: October 23, 2026 

Subject: Osgood Canal Project Proposal Update – Bonneville Jefferson GWD 

INFORMATIONAL ITEM 

Cooper Fritz, Senior Water Right Agent with the Idaho Department of Water Resources, will provide 
an update on the Osgood Canal Project proposal. 

Attachments: 
• PowerPoint Presentation 
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OSGOOD CANAL 
PROJECT

Recharge
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Sustainability

LOCATION
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BENEFITS 

• Building needed infrastructure for Aquifer Stabilization

• Proximity to the river for water delivery

• Ideal location to affect reach gains and isolation from domestic wells

• This canal already utilizes 3 Injection wells at the termination of  the canal for flow regulation 

• Potentially 140 CFS in recharge out of  irrigation season and some recharge in season

• 50CFS for continuous soft conversion with storage water and spill water early and potentially 
throughout each year.
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SCOPE OF WORK

COSTS
Funding Request and Budget

Grant Request: $8.5 Million

BJGWD is requesting $8.5 million in funding to 

support the costs associated with the Phase 1 

activities as outlined above.  BJGWD currently has a 

$5.0 million allocation for the Osgood Pipeline 

project.  This project carries an investment price of 

approximately $25.0 million.  It has not been pursued 

at this time due to the lack of additional funding 

beyond the IWRB commitment.  BJGWD is requesting 

the previously approved $5.0M Osgood Pipeline 

funding be re-allocated to this Osgood Canal project.
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Feasibility and Cost Analysis
Recharge Wells
The Recharge portion of the project will develop up to 6300 
AF of recharge per year. (7 wells x 20AF/day/well X 45 days 
per year = 6300 AF/year). The assumptions are supported by 
results from the recharge wells on the Butte and Market Lake 
Canal Company (BMLCC) which are located approximately 
eight miles to the north and the Jacobs well approximately 3 
miles to the southeast. These wells have a history of 
performance greater than the assumptions shown below. The 
cost of this portion of the project is efficient at $18.61/AF.

$1,400,000 / 20 years + *$25.00/AF
140 AF X 45 days

$70,000 + $157,500
6300

= = $36.11

(*$7.50 delivery and $17.50 pump costs)

Soft Conversions:
The Soft Conversion portion of the project will develop up to 
3220 AF of conversion per year. (4600 acres @ .70AF per 
year = 3220 AF/year). The assumptions are derived from 45 
days of irrigation providing .70AF during the average spill 
season of 45 days.

$2,027,726 /20 years + *$25.00/AF
71.56 AF X 45 days

$202,773 + $80,500
3220

= = $87.97

(*$7.50 delivery and $17.50 pump costs)

Total Project:
The total project is based on all costs including expansion 
and modernization of the Osgood Canal, replace and rebuild 
of the Pilgrim diversion, Recharge Well development, and 
Soft Conversion development.

$8,500,000 /20 years + *$25.00/AF
211.56 AF X 45 days

$425,000 + $238,000
9520

= = $69.64

(*$7.50 delivery and $17.50 pump costs)

Beneficiaries:
As presented, the IWRB is the primary funder of this project. 
BJGWD will pay for the development and receive the benefits 
of three of the recharge wells. BJGWD will also pay for a 
monitoring well. BJGWD can utilize the facility when IWRB 
does not have a recharge water right in priority.

8 out of 10 years probable recharge water availability 
5 out of 10 years Iikely recharge water available 

CONCLUSION 

• We would like to move forward with this conversion project with the money that is currently 
allocated to the Osgood pipeline with the repurpose to the needs of  the Osgood canal project 
conversion. This conversion project needs the infrastructure in order to provide the water to the 
conversion structures. 

• We would like a meeting with the IWRB staff  to figure out the funding needs so that we can be 
ready for the January Board meeting.

• The second phase would be drilling 7 injection wells when permitting gets figured out.

9
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CONCLUSION & COST BREAKDOWN  

• Between 5 and 8 years out of  10 we could potentially recharge 140 CFS per day x 45 days x 6 
years 75,000 AF of  water in 10 years recharged. 7500 AF on 10 year average 

• That equates to roughly 3750 AF for IWRB per year and the same 3750 AF for BJGWD

• Cost 3750 X $25=$93,750.00 for IWRB and BJGWD each

• All can be paid by BJGWD and reimbursement sought from IWRB

• Options

• 1. Recharge wells split cost 50% and split willing fees and pumping cost 50% and split the benefit.

• 2. Recharge wells split cost 70%-30% and IWRB pay willing fees and BJGWD pays pumping cost and 
we split the benefit 60% 40% IWRB, BJGWD

COST BREAKDOWN

• IWRB Total $5,007,317.00 60% Benefit= 4500AF per year(10-year average)

• Aging Infrastructure $1,669,010.00

• Recharge 

• 50% left of  aging infrastructure x 70% $1,168,307.00

• Wells $1.4M x 70%= $980,000.00

• Contingency/Engineering $1.7M x 70%= $1,190,000.00

• BJGWD Total $1,430,703.00 40% Benefit= 3000 AF per year(10year average)

• Recharge

• Aging Infrastructure $500,703.00. Recharge wells $1.4M x 30%= $420,000.00

• Contingency/Engineering $1.7M x 30%= $510,000.00

11
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https://1,669,010.00
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MEMO 
To: Idaho Water Resource Board Aquifer Stabilization Committee 

From: Planning & Projects Bureau Staff 

Date: October 26, 2026 

Subject: Other Items 

INFORMATIONAL ITEM 

This item is included to allow the Committee an opportunity to bring forward and discuss any other 
matters. 

Attachments: 
• None 

1 
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