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Well Construction Details 

Flush Mount Cover 

Temunated dnlhng 
at 800 feet, backfilled 
to 740 feet with native 

stlt, clay and settled 
dnllingmud 

8-inch I D Steel 
Surface Casmg 

(0-35 feet) 

2-inchID 
Schedule 80 PVC 

Well Casing 

#6-9 Sthca Sand 
Filter Pack 

Bentomte Grout 
Seal 

o 020 Slot 
PVC Screen 

Scale 
Vertical I mch = l 00 feet 
Horizontal Not to scale 

North 

P1ezometer layout 
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Municipal Park Monitoring Well (TVHP #4) 

Lithologic Log 

Topso1VftlUsand and gravel; grayish brown (2 5Y 5/2) 

Sand with gravel, hght browmsh gray (2 5Y 6/2); 
Possibly cemented at 37 - 38 feet, then >H20 

V fine sand (yellow1sh-brown, lOYR 5/4) interbedded with 
clay (dark gray, 5Y 4/4) "Brown clay" in driller's report 
Fine to coarse sand with clay, gray (5Y 6/1), 
Fast dolling (60 feet/hour) 

Fme to coarse sand, ltght olive-gray (5Y 6/2) 

Clay, v dark gray (lOYR 311); some wood fragments, 

Sandy clay, fine to medtum, greerush-gray (5GY 5/1) 

Sand, mterbedded fine to coarse, oltve-gray (SY 5/2) 

Sandy clay, v dark gray (SY 3/1- 4/1) 

Clay, v dark gray (SY 4/1) 

Sand, fine to coarse; ohve-gray (5Y 5/2) 

Sand, fine to coarse, mterbedded with clay, dark gray (5Y 5/1) 
Fast dnllmg (averaging 90 feet/hour from 330- 530 feet) 

Clay; dark gray (IOYR 4/1) 

Sand, fine to coarse, dark gray (5Y 411) 

Sand, fine to coarse, mterbedded with some clay, dark gray 
(SY 4/1 ), Slower dnllmg (30 feet/hour) 

Clay/sandy clay, dark gray (5Y 4/1) 

Sand, fine to coarse, dark gray (5Y 4/1) 
Slow dnlltng (35 feet/hour), Caltper log suggests 
evidence of btt wear 

Sand, sandy clay, possible sandstone/mudstone, dark gray 
(SY 411); very slow dnlhng (less than 20 feet/hour) 

Clay; dark gray (5Y 411) 

Dnlled by Stevens and Son Well Dnlhng, Inc 
- Started dnlhng 6/18/02, well completed on 7/29/02 

Cable tool ng 0-59 feet, mud rotary 59-800 feet 

Geophys1cal logging by L Pearson, Hydro Logic, Inc 
- Well logged on 6/27/02 
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Geophysical Logs 
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