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EXISTING ELEVATION - PIER 6

SCALE: 1/2" = 1'-0"

PROPOSED ELEVATION - PIER 6

SCALE: 1/2" = 1'-0"
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SPALLED CONCRETE TO

BE REMOVED AND

REPAIRED (NOTE 1)

SPALLED CONCRETE TO

BE REMOVED - SEE

NOTE 1

EXISTING REINFORCEMENT

TO REMAIN - SEE NOTE 2

1. REMOVAL OF STRUCTURAL CONCRETE SHALL BE A MINIMUM OF 4" OR

TO SOUND CONCRETE, IF POOR CONDITION CONCRETE EXTENDS

BEYOND THE 4" REMOVAL LIMIT, THE CONTRACTOR SHALL NOTIFY THE

OWNER'S REPRESENTATIVE BEFORE REMOVING ADDITIONAL

CONCRETE TO REACH SOUND CONCRETE.

2. CONTRACTOR TO MAINTAIN AND PROTECT EXISTING REINFORCEMENT.

3. SAW CUT HORIZONTALLY THE EXISTING WALL AS DIMENSIONED ON

THE EXISTING ELEVATION THIS SHEET. SAW CUT LINE SHALL BE CUT

LEVEL AND PARALLEL WITH EXISTING PIER PROFILE.

4. REMOVE THE LOOSE AND UNSOUND CONCRETE ON THE PIER FACE

WITHIN THE LIMITS IDENTIFIED IN ELEVATION.

5. MECHANICALLY PREPARE CONCRETE SURFACE TO ENSURE BONDING

OF REPAIR MATERIAL.

6. PREPARE AND APPLY BONDING AGENT TO ROUGHENED CONCRETE

SURFACE WITHIN LIMITS OF PARTIAL DEPTH REPAIR IDENTIFIED ON

WALL ELEVATIONS IN ACCORDANCE WITH THE BONDING AGENTS

MANUFACTURER RECOMMENDED SPECIFICATIONS.

7. FORM AND POUR REPAIR CONCRETE WITHIN THE LIMITS OF THE

PARTIAL DEPTH REPAIR IDENTIFIED IN ELEVATION.
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Priest Lake Water

Management Project

Outlet Dam Improvements

1601 5th Avenue

Suite 800

Seattle, Washington 98101

+1 (425) 778 6243

376997

W  mottmac.com

IDAHO

DEPARTMENT OF WATER RESOURCES

322 Front Street Suite 648

P.O. Box 83720

Boise, Idaho 83702

P (208) 287-4800

F (208) 287-6700

0 5/20/20 TM FOR BID SK SP

1 6/25/20 TM AMENDMENT 1 SK SP
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CONCRETE APRON
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SCALE: 3/4" = 1'-0"23

B

23

SECTION

SCALE: 3/4" = 1'-0"23

CONCRETE REPAIR DETAIL - 1

REINF. EXPOSED, NO DAMAGE

NOT TO SCALE

CONCRETE REPAIR DETAIL - 2

REINF. EXPOSED AND DAMAGED

NOT TO SCALE

EXISTING REINF. EXPOSED AND

UNDAMAGED DURING CONCRETE

REMOVAL

LIMITS OF ORIGINAL

CONCRETE REMOVAL

LIMITS OF ORIGINAL

CONCRETE REMOVAL

EXISTING REINF.

BROKEN DURING

CONCRETE REMOVAL

NEW #5 REINF. DRILLED AND

GROUTED INTO EXISTING CONCRETE

MIN. OF 30" BELOW ANY NEW OR

EXISTING CONSTRUCTION JOINT
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EXISTING TAINTER GATE

ASSEMBLY

EXISTING TAINTER GATE

ASEMBLY W/ EXTENSION

1

2

" DEEP SAW

CUT LINE - SEE

NOTE 3

4" MIN. 4" MIN.

FORM AND POUR

NEW CONCRETE -

SEE NOTE 7

APPLY BONDING AND

ANTICORROSION AGENT TO

SUBSTRATE - SEE NOTE 6

EXISTING REINFORCING

CLEANED AND MAINTAINED

IN PLACE

2

2 7/9/20 TM AMENDMENT 3 SK SP
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