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EXISTING ELEVATION - PIER 6

SCALE: 1/2" = 1-0"
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PROPOSED ELEVATION - PIER 6

SCALE: 1/2" = 1-0"

NEW #5 REINF. DRILLED AND
GROUTED INTO EXISTING CONCRETE

REMOVAL OF STRUCTURAL CONCRETE SHALL BE A MINIMUM OF 4" OR
TO SOUND CONCRETE, IF POOR CONDITION CONCRETE EXTENDS

16" NEW CONCRETE - MIN. OF 30" BELOW ANY NEW OR BEYOND THE 4" REMOVAL LIMIT, THE CONTRACTOR SHALL NOTIFY THE
SEE NOTE 7 EXISTING CONSTRUCTION JOINT OWNER'S REPRESENTATIVE BEFORE REMOVING ADDITIONAL
APPLY BONDING AND CONCRETE TO REACH SOUND CONCRETE.
ANTICORROSION AGENT TO EXISTING REINFORCING CONTRACTOR TO MAINTAIN AND PROTECT EXISTING REINFORCEMENT
EXISTING REINFORCEMENT SUBSTRATE - SEE NOTE 6 = CLEANED AND MAINTAINED :
TO REMAIN - SEE NOTE 2 . . IN PLACE
N LIMITS OF ORIGINAL SAW CUT HORIZONTALLY THE EXISTING WALL AS DIMENSIONED ON
LIMITS OF ORIGINAL _ /_ CONCRETE REMOVAL THE EXISTING ELEVATION THIS SHEET. SAW CUT LINE SHALL BE CUT
7_ CONCRETE REMOVAL = LEVEL AND PARALLEL WITH EXISTING PIER PROFILE.
MR . s
< }EUQ'IE_'IE’\TESAS"IVEE - REMOVE THE LOOSE AND UNSOUND CONCRETE ON THE PIER FAGE
D NOTE3 e 7 WITHIN THE LIMITS IDENTIFIED IN ELEVATION.
SPALLED CONCRETE TO 4
BE REMOVED - SEE 4 ) MECHANICALLY PREPARE CONCRETE SURFACE TO ENSURE BONDING
NOTE 1 4" MIN. [ | 4 MIN. OF REPAIR MATERIAL.
et
i ‘ EXISTING REINF. EXPOSED AND  — \ EXISTING REINF. PREPARE AND APPLY BONDING AGENT TO ROUGHENED CONCRETE
iy * , * UNDAMAGED DURING CONCRETE BROKEN DURING SURFACE WITHIN LIMITS OF PARTIAL DEPTH REPAIR IDENTIFIED ON
. REMOVAL < CONCRETE REMOVAL WALL ELEVATIONS IN ACCORDANCE WITH THE BONDING AGENTS
a ) MANUFACTURER RECOMMENDED SPECIFICATIONS.
° * ° 5 FORM AND POUR REPAIR CONCRETE WITHIN THE LIMITS OF THE
PARTIAL DEPTH REPAIR IDENTIFIED IN ELEVATION.
CONCRETE REPAIR DETAIL -1 CONCRETE REPAIR DETAIL -2
A SECTION A SECTION REINF. EXPOSED, NO DAMAGE REINF. EXPOSED AND DAMAGED
23]23/ SCALE: 3/4"= 10" 2323/ SCALE: 3/4" = 1-0" NOT TO SCALE NOT TO SCALE FOl a B | D
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